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INTRODUCTION 


L.1 SCOPE OF THIS MANUAL 


This manual describes the Model PRM9101 Printer Adapter and 
printers that form the printer attachment for the Model 6/34, 6/36 
and 6/43 configurations of the Series 60 Level 6 computer line. 

The printer attachment consists of a multiple device controller 
(MDC), a printer adapter, a serial or line printer, and associated 
cables. The MDC, a microprogrammed peripheral device controller 
attached to the Series 60 Level6 Megabus* network, can support up to 
four low- to medium-speed peripheral devices via a configurable 
series of adapters. Each device is attached to the MDC through a 
device adapter which contains all hardware unique to the particular 
device. Adapters and device-specific firmware resident within the 
MDC control dialogue between the device and the central processor. 
Firmware (Rev. 2.0) interprets the various instructions issued by the 
central processor unit program and causes defined results to occur. 


Figure 1-1 illustrates the relationship of printer attachment 
components to the system. 
ae 


1.2 PRINTER ADAPTER DESCRIPTION 


The printer adapter logic board (BD2PTR) functionally contains 
a collection of logic functions that control data flow and signals 
‘between the MDC and printer. The adapter consists of four logically 
eitegeaeed elements (Figure 1-2) that perform specific functions: 


e® Control Logic - Controls the loading of data into the data 
buffer and execution of firmware commands 


*Trademark of Honeywell Information Systems Inc. 
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e Data Buffer - Stores each data byte for proper synchroniza- 
tion of signals to the printer 


e Line Driver - Sends and controls the pulse shape of data to 
the printer 


@e Input Multiplexer - Selects various status information and 
data for firmware examination. 


Line printing is initiated by issuing a I/O instruction that”. 


specifies the starting byte address of the first data record in main 


memory to be printed and the number of data records to be printed. 
The MDC takes the address of the data off the bus; firmware loads 
the contents of that address into the data buffer; the adapter 
converts each byte to a printable character. Control logic 
decodes firmware commands for loading the data buffer and strobes 
the printer until the specified number (range) of characters has 
been printed. The input multiplexer provides a means for firm- 
ware to examine various conditions within the adapter and printer. 


’ SERIES 60 LEVEL 6 MEGABUS ) 


. MEMORY 


CENTRAL | 
| PROCESSOR 
MULTIPLE DEVICE CONTROLLER (MDC) | (CPU) 
| MICROPROCESSOR & BUS INTERFACE : 
| PRINTER | 
(OTHER DEVICE ADAPTERS) | AbaPrER | 
\ | 


Nae CABLE 


Figure 1-1 MDC, Printer Adapter, and Printer Interface 
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Figure 1-2 Data Flow Through Printer Adapter 


1.3 PRINTER ADAPTER FUNCTIONS 


In programming the printer adapter, software builds a data buf- 
fer in main memory capable of storing up to 136 characters to be 
printed, depending on the device. I/O commands are then issued to 
specify both the type of operation to be performed and the range 
and address of the data buffer. Interface signals between the 
printer adapter and the printer determine the readiness of the de- 
vice and provide for the transfer of information from the buffer to 
the printer. The printer adapter can be set to interrupt after each 
line is printed, or it can be programmed in the noninterrupt mode. 


1.3.1 Data Handling 


The size of the data buffer in main memory is expressed in bytes 
and should be less than or equal to one print line. Each byte con- 
tains one character. The number of bytes to be transferred can be 
even or odd; the starting address can be on any byte boundary. The 
MDC fetches 16-bit words from memory but transmits only the specified 
number of bytes to the printer. Only one line at a time can be 
executed by the printer. 
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The range (size) of the data buffer should be limited to the 
line length of the attached printer. If the data buffer's size 
exceeds its limit, the printers react as follows: 


e Line Printer - Characters in excess of 136 are output by the 
printer adapter but are ignored by the printer 


e Serial Printer - Characters in excess of 132 overprint Bega 
ning in column l. 

Data to be transmitted from the MDC to the printer is in | 
standard 7-bit ASCII format and is placed on the I/O bus in the fol- 
lowing manner. Each memory location used for transfer contains code 
for two print characters. The first character is transferred from 
the eight most significant bits (left byte) of the location; the 
next character is transferred from the eight least significant bits 
(right byte) of that same location. Bits 0 and 8 are ignored; their 
condition has no effect on the characters to be printed (see Figure 
1-3). All subsequent transfers alternate, in like manner, between 
left and right bytes until the end of range occurs. The address 
register is incremented by two only after righthand bytes nee been 
transferred. 


1.3.2 Device Interface 


The printer is functionally connected to the MDC via the printer 
adapter. To transfer data from the MDC to the printer, appropriate 
I/O instructions are issued by software. Then firmware resident in 
the MDC tests for appropriate conditions and informs the MDC when 
the printer is ready to perform an operation. The starting byte 
address of the first data record in memory to be printed and the 
range count of the number of bytes to be printed are transferred to 
the MDC. (Range is specified as a two's complement integer, which 
must be positive for the MDC.) If the MDC is not busy, the infor- 
mation is accepted and placed in the data stream for transmission 
to the printer. 


Data transfers are in byte mode, i.e., two characters per word. 
For Single spacing operations, printing of one line takes approxi- 
mately 150 milliseconds on a line printer and one second on a serial 
matrix printer. Each additional line space operation requires an 
additional 50 milliseconds (at 300 lines per minute) on a line 
printer and 0.1 second on a serial matrix printer. For example, to 
triple space and print a line requires 250 milliseconds on a line 
printer and 1.2 seconds on a serial matrix printer. After a complete 
line has been printed, the device goes not busy, enabling data to 
be sent to the print buffer for the next line print or space opera- 
tion. 


When only spacing operations are to be performed, no range or 
address information is required. However, an IOLD software in- 
struction must be issued to start the I/O task execution. An I/O 
instruction is issued with the appropriate bits set to specify 
whether to skip to top of form, space forward from one to 15 lines, 

or to space forward to a specified VFU channel if Ene VFU option 
is employed. , 
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FIRST AND ALL ODD- SECOND AND ALL EVEN- 
NUMBERED CHARACTERS NUMBERED CHARACTERS 
TRANSMITTED TO THE TRANSMITTED TO THE 
PRINTER. PRINTER. 


Figure 1-3 Data Transfer to Printer 


1.4 SUPPORTED DEVICES 


The printer adapter supports two serial matrix printers, a 
number of line printers, and related optional equipment (see Table 
1-1). There is no restriction on the number of like peripheral 
devices that can be attached to the system. For example, four line 
printers could be attached to one MDC and supported by hardware and 
software. Additional low- to medium-speed peripheral devices can b 
attached by connecting a second MDC to the system. . 


1.4.1 Line Printers 


Line printers are free-standing uppercase/lowercase peripheral 
devices attached to the system by a 50-foot cable. Series 60 Level 
6 supports the line printers listed in Table 1-1. All models have 
136 print positions and are available with a Vertical Format Unit 
(VFU) option (PRF9102). The attachable VFU permits variable format 
Spacing through use of a 12-channel paper tape. Figure 1-4 illus- 
-rates a typical line printer. 


1.4.2 Serial Matrix Printer 


The serial matrix printer (Figure 1-5) is a desktop I/O devices 
with uppercase/lowercase printing capabilities; it is attached to 
the system by a 50-foot I/O cable. Two available models of the 
serial matrix printer are PRU9101 and PRU9102 (see Table 1-1). 

Both models have 132 print positions and are available with an op- 
tional stand. The serial matrix printer can be located up to 50 
feet from the MDC. 
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Table l1-l Supported Printers and Optional Equipment 


DESCRIPTION 


TYPE CHARACTER ADDITIONAL 
DEVICE TYPE | NUMBER LINES/MIN | SET COLUMNS FEATURES 


Serial Matrix | PRU9101 Mounting 
Printer PRUI102 Stand 
PRF9101 


Line Printer PRUI9103 12-Channel 
PRU9104 VFU PRF9102 
PRU9105 
PRUI91O6 
PRU9108 
PRU9109 


+e eee ee ERE 


Figure 1-4 Line Printer 
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Honeywett 


Figure 1-5 Serial Matrix Printer 


1.5 TYPES OF OPERATIONS 


Serial matrix and line printers can perform the following opera- 
tions: 


@e Print one line 

@ Space forward n lines (n < 15) 
® Space forward n lines and print 
e Skip to top of form 

e Skip to top of form and print. 


In addition, line printers having the VFU capability can perform 
the following operations: 


@e Space to VFU channel m (m < 12) 
® Space to VFU channel m and print. 


1.6 APPLICABLE DOCUMENTS 


This manual primarily contains information necessary for the 
user to understand the printer adapter and its relationship to the 
MDC. More detailed information concerning operations of the various 
available printers, e.g., operator controls and indicators, is con- 
tained in the appropriate reference manuals listed in Table 1-2. 


The user 1s assumed to have a basic familiarity with line print- 
er operations and assembly language programming and to have read the 
reference material listed in Table 1-2. 
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Table 1-2 Reference Documentation 


TITLE | DOCUMENT NO. ORDER NO. 


Type MDC9101 Multiple Device 71010220-200 
Controller Manual 


Model 34/36 Systems Manual 
Model 43 Systems Manual 


Type PRM9101 Printer Adapter 
Reference Manual 


71010200-200 
71010316-100 
71010371-200 


Line Printer Operator's 
Instruction Card 


Serial Printer Operator's 
Instruction Card 


Level 6 Control Panel and 
Peripherals Manual 


Level 6 Minicomputer Handbook 


Circuit Descriptions Refer- 71010206-200 


ence Manual 


1.7 PRINTER CHARACTER SETS 


Table 1-3 lists all 128 ASCII character codes formed by seven 
bits. However, depending upon the type of printer installed, only 
64 or 96 characters can be handled by a printer. The ASCII char- 
acters which are not printed by either a 64- or a 96-character 
printer are shown in column 1 of Table 1-3. When the adapter de- 
tects any of these characters in an output data message, it folds 
the character over so that the horizontally corresponding character 
in column 2 is printed by the device. For example, if a hex 00 (NUL) 
is detected by the adapter, a hex 20 (Space) is printed, or if a hex 
10 (DLE) is detected, a hex 30 (0) is printed. Note, however, that 
three of the characters listed in column 1, namely, LF (Line Feed), 
FF (Form Feed), and CR (Carriage Return) are still sent to the print- 
ers as control characters by the firmware in the MDC. When these 
control characters are initiated by firmware, the adapter allows 
them to be sent to the printer for control purposes without foldover. 
Details on the logic for performing foldover are covered in subsec- 
tion 2.3.4. 


Another foldover is performed by the adapters when a 64-character 
printer is installed and characters listed in column*4 of Table 1-3 
are found in the data message. When this occurs, the adapter folds 
the character over so that the corresponding character in column 3 

is printed by the device. For example, if a hex 61 (a) is detected, 
a hex 41 (A) is printed. Details on the logic used for performing 
this foldover are covered in subsection 2.3.4. 


Table 1-4 shows the character set for a 64-character printer as 
seen from the I/O bus. Table 1-5 shows the character set for a 96- 
character printer as seen from the I/O bus. 
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Table 1-3 Printer Character Codes 


COLUMN 1 COLUMN 2 COLUMN 3 


USASCII CONTROL 96-CHARACTER PRINT SET 
CODES {NOT PRINTED) 64-CHARACTER PRINT SET 


HEXADECIMAL CONTROL HEXADECIMAL PRINTED HEXADECIMAL PRINTED 
CHARACTER CODE CHARACTER CODE CHARACTER 
20 40 @ 
21 ; 41 


COLUMN 4 


PRINTED 
CHARACTER 


HEXADECIMAL 


+ FAN HM MN tH 


“§AYoONKK SE SCHANDWOVORZ BZ MrAYUHTOADAUVUAW Dp 


1? 
DN eVeeNK KES ETOH QVUOSBHERFUEHFAMO AN OD 


Z 
0 
1 
2 
3 
4 
5 
6 
7 
8 
9 
< 
> 
? 


For 64-character and 96-character sets, ASCII codes in column 1 are converted (folded over) 
to the corresponding hexadecimal codes in column 2 before printed. 


For 64-character set, ASCII codes in column 4 are converted (folded over) to the correspond- 
e ing hexadecimal codes in column 3 before being printed. 


*Ser:al printer leaves space. 
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Table 1-4 Character Set for 64-Character Printers 


OQOHOHOHOHOHAH OH OH OF 


COOCOn nF OCR TF oOCnHnHoOOnsA 


ooo OCOF, Ann ooCOCOOnnAeA es 


coooo;cC0C On A nA AN Ace 


“asia Character set of 


Line Printer 


a 


‘ey 


Table 1-5 Character Set for 96-Character Printers 


B4 B3 B2 Bl 


WOUNDS > ERAN Gee 


? CQ 0 OH OGAHmMm<MAE GC 
MOMNADPEKANY “RH < 


MEMOAMHUMHHAMHEES 


FrOoORNmMVWTMONOM OD = 


OAN MAW WOM COD - eV IA 


Orn mrMrw?M WO CO OV 


DCDANMWINOR DA ACMQ VA WE 


OCOHACHF CH CH COTA On OHnoOe 


Oon nF oOoOnnFoOOn A OOnrF 


OooOoOn, A AH oo0cCC AAA e 


COO CO COCO On A AN Anne 


Ue NP Be Kaw K ft Se ON 


Te pacde Character Set 


co ee VE A Oe 


Serial printer prints this as space; 


line printer prints a box. 


of Serial Printer 


NOTE: 
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I 
THEORY OF 
OPERATION 


2.1 FIRMWARE 


The standard printer device that can be attached to the MDC can 
be either a line printer or a serial matrix printer. Whenever a 
printer is placed on line, its demand line generates a data service 
request. In response to this initial request, firmware updates the 
status in the MDC scratch pad memory area and clears the data ser- 
vice request. 


When an Input/Output Load (IOLD) printer software command is sent 
to the MDC, firmware examines the task word to determine if a spacing 
Operation is required. If a skip to top of form operation is to be 
performed, firmware loads the data buffer of the adapter with an 
ASCII form feed code and passes it through the line driver to the 
printer. 


If a line spacing operation is to be performed (bits 12-15 of 
the task word), firmware first checks the adapter identification 
code to determine whether the printer has the vertical format unit 
(VFU) option. If no VFU option is specified, firmware issues a 
line feed code to the data buffer register; this code passes through 
the line driver and appears at the printer for execution when the 
Strobe signal is received. However, if the option is specified, 
firmware sends the task word to the data buffer register, sets the 
VFU Sequence line in the printer, and sends a strobe signal to the 
printer. Printer logic decodes this data and spaces forward the 
specified number of spaces or performs a channel advance. 
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When all spacing operations are complete, firmware allows data 
to be sent from the CPU's memory to the data buffer register in ex- 
actly the same manner as it does for the line feed code. Before 
sending data, however, firmware starts a 65-millisecond single-shot 
Signal so as to allow sufficient time for firmware to receive an 
end-of-form status signal from the printer. Following this delay, 
the end-of-operation flip-flop causes a nondata service request. 
When all data has been sent to the printer and firmware senses the 
end of operation, firmware updates the device status, terminates 
printer activity, and returns control to the MDC. 


2.2 HARDWARE OVERVIEW DESCRIPTION | e 


The printer adapter provides device-specific hardware that is 
used with the Multiple Device Controller (MDC) firmware to control 
and effect successful transcription of data onto an attached line 
printer or serial matrix printer. In addition to device and MDC 
interface connections, the printer adapter hardware has four major 
logic elements: 


e Control logic 

@ Data buffer 

@ Line drivers 

@ Input multiplexer 


Figure 2-1 presents an overview block diagram illustrating 
major printer adapter logic elements and control and data lines 
necessary for connecting the adapter to the MDC and printer de- 
vice. 


ee ee | as 
PRINTER ADAPTER COMPONENTS | 


-- Re aren Seen eae ea ener cee SER cael ane epee eee —| ae 


CONTROL | 
| LOGIC 
| (FIGURE 2-3) 


| CONTROL — 


7 | CONTROL (2) 


SOO900 


MDC | feces oe 2 | printer 


OOO 
OOOO 
OOIOOS 


(FIGURE 2 


{| -4) 


[CONTROL 10(8) 


Figure 2-1 Printer Adapter, Major Block Diagram ed 
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2.2.1 MDC/Printer Adapter Interface 


C Data flows from the MDC to the adapter via 8 output lines. In- 

Cw put information is transferred from the adapter to the MDC by the 
input multiplexer via 8 input lines. There are also 13 control 
lines between the MDC and adapter. See Figure 2-2 and Table 2-1 
for the functional description of all the above lines. 


MDC/PRINTER ADAPTER PRINTER ADAPTER/ PRINTER 
INTERFACE LINES INTERFACE LINES 
ee ee 


(ZVPO5) +5 VOLTS 
(ADPCLR)ADAPTER CLEAR 
(ADPCNI) CONTROL LINE | 
ADPCN2)CONTROL LINE 2 
ADPENX) ADAPTER ENABLE 
ADPDBT)DATA BYTE TAKEN (XNU) 
ADPICO) INPUT MUX CODE O 
( . ADPICI) INPUT MUX CODE | 
ADPDAT)ADAPTER DATA 
Meevice |CADPPLS) ADAPTER PULSE | 
CONTROLLER |(CLKSTB) CLOCK STROBE 
(CLKSIG) NOT USED. 


LP5VLT) +5 VOLTS 
96CHAR) 96-CHARACTER OPTION 
VFUOPT) VFU OPTION 

(SERLID) SERIAL PRINTER ID 
LPCONT) PRINTER CONNECTED 
(LPREDY) NOT USED 

(LPONLN) PRINTER ONLINE 
LPEOFX) END OF FORM 
(LPDEMD ) PRINTER DEMAND 


: 


SERIAL/LINE 


PRINTER 
PRINTER 


ADAPTER 


(ALUOTO TO 7)DATA OUTPUT (LPCHN! TO7) DATA 


(INFOIO TO 7)INPUT INFORMATION © 


(LPVFUS) VFU SEQUENCE 
(LPSTRB) STROBE 
ZGND) GROUND 


(DATSRQ)DATA SERVICE REQUEST 
NDTSRQ)NONDATA SERVICE REQUEST 
ZGND) ADAPTER PRESENT 


& 


Figure 2-2 MDC/Adapter/Printer Interface 
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Table 2-1 MDC/Adapter Interface Line Definitions 
(Sheet 1 of 2) 


DEFINITION 


The Adapter Clear line is true when the system is 
master Cleared or enabled under a firmware command; 
ADPCLR clears the major logic areas of the adapter. 


Control Line 1 and Control Line 2 are used for device- 
specific-operations. Control Line 1 is used to control 
the vertical form of unit sequence (VFUSEQ) and end 

of form (LPEOFF) logic. Control Line 2 is used to 
control end of operation (ENDOPR), non data service 
request (NDTSRQ), and data service request (DATSEQ) 
logic. 


Adapter Enable high allows the MDC to process informa- 
tion from the adapter. When the line is disabled, the 
printer adapter is inaccessible. 


Not used. 
These adapter input code lines are used to select one 
of four inputs to the input multiplexer which will be 


sent to the MDC. These inputs are data (a diagnostic 
check) , ID code, adapter status Li and adapter status 2. 


The ADPDAT ‘line is used to load the data buffer. 


The Adapter Pulse line is used to generate a control 
strobe to the printer. 


Clock Strobe is a signal sent from the MDC to the 
printer adapter and is used as a clock strobe from 

the MDC. CLDSTB generates one clock strobe for each 
microinstruction generated by the MDC. 


Not used. 


The eight ALU output lines extend from the MDC to 
the printer adapter and are used in conjunction with 
Control Lines 1 and 2 to perform specific adapter 
operations, and in conjunction with ADPDAT to load 
data from the MDC into the data buffer. 


The eight input multiplexer data lines are used to 
transfer wraparound data, ID code, and adapter status 
1 or 2 information from the printer adapter to the MDC. 


The Data Service Request line is true when the printer | 
adapter requests a byte of data from the MDC, or when 
the printer goes on-line. 
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Table 2-1 MDC/Adapter Interface Line Definitions 
(Sheet 2 of 2) 


LINE DEFINITION 


NDTSRQ The Nondata Service Request line indicates to the 
MDC that the printer adapter has a nondata service 
request to be processed (e.g., a change in device 


State). 


1s present in that port position. 


ZGND The Adapter Present line is designated by a ground 
(ZGND) on pin 24 of the MDC/adapter connector. When 
ZGND is true, it notifies the MDC that an adapter 


2.2.2 Printer Adapter/Printer Interface 


There are seven data and eleven control lines between the printer 
adapters and the printer. See Figure 2-2 and Table 2-2 for the 
functional description of all the above lines. 


2.2.3 Control Logic 

Printer adapter control logic performs general supervisory tasks 
that control the loading of data into the data buffer register, the 
transferral of data for printing to line drivers, and the print 
operation on the output device. Specifically, control logic hardware 
performs the following functions: 


e Requests firmware to transmit data upon printer demand. 
@e Passes vertical format unit (VFU) information to the printer. 


e Sends a strobe signal to the line printer to indicate that 
information on the data lines is valid. 


e Stores a signal indicating completion of vertical spacing 
operations. 


e Stores end-of-form (EOF) information as received from the 
printer. 


@e Reguests firmware to update the printer's status after 
changing to an off-line state or when an end of operation 
is detected. 


2.2.4 Data Buffer 


The data buffer is an 8-bit register that receives one data byte 
from the MDC and stores it until it is transmitted to the line 
drivers. The data buffer retains the data byte long enough for line 
driver logic to stabilize the data lines to the printer. 


Only seven of the eight bits of the data byte are sent to the 
printer; the eighth bit is used to enable one of the three control 
characters, i.e., CR (Carriage Return), FF (Form Feed), and LF 
(Line Feed), to be sent via firmware or to enable foldover of con- 
trol characters. The operation of foldover is discussed in sub- 
section 1.7. The logic required to effect foldover is discussed in 
subsection 2.3.4. 
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2.2.5 Line Drivers 


Line driver logic consists of eight slope controlled drivers, 
one for each of seven line channels for transmitting data to the 
printer and one for the vertical format unit option. Line drivers 
receive their input from the data buffer. Slope controlled line 
drivers prevent signal interference between the lines. 


2.2.6 Input Multiplexer 


The MDC controls the input multiplexer to select the transfer of 
one of four bytes of data or information: 


1. A readout of a data byte sent out to the printer. This 
is used for diagnostic purposes. 


2. An identification byte (ID) which notifies the MDC of 
what specific type printer is installed. 


3. Status 1 - status information on adapter and printer. 
4. Status 2 - status information on adapter and printer. 


Details on the input multiplexer logic and the information 
carried by the input signals are covered in subsection 2.2.3. 


Table 2-2 Adapter/Device Interface Line Definitions 


LINE || | | DEFINITION me 
96CHAR Indicates a 96-character set printer is attached. 


Indicates a printer with a 12-channel vertical 
format unit option is attached. 


SERLID Indicates a serial printer 1s sieaohed.. 


LPCONT Indicates the cable is connected between aceRcee 
and printer. 


LPONLN | Indicates printer is on line. | . 


LPEOFX Indicates printer has spaced to the end of form. 


Indicates the printer has requested data. 


LPCHN1L-7 Indicates data from the adapter to the printer. 


LPVFUS Indicates the data is for the vertical format ante. 


| LPSTRB Indicates that the data (LPCHNI1- 7) is valid. 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


2.3 FUNDAMENTAL HARDWARE DESCRIPTION 


The following discussion presents detailed logic descriptions of 
the four major elements of the printer adapter as shown in Figure 
2-1 e 


2.3.1 Control Logic 


Figure 2-3 is an intermediate block diagram of the major control 
logic elements and controlling interconnecting signals. These logic 
elements include: 


End-of-form logic 

End-of-form delay logic 

Strobe logic 

Vertical format unit sequence logic 
Data service request logic 

Nondata service request logic 


2.3.1.1 End of Form 


As shown in Figure 2-3 (A), whenever the printer spaces up to or 
beyond the end of form, a flip-flop is set, and a status Signal is 
sent to the input multiplexer (see subsection 2.3.3). This End-of- 
Form flip-flop is then reset when the firmware issues an ALUOT3 
Signal after it receives the next IOLD instruction. A clear signal 
also resets the flip-flop. For diagnostic purposes, the flip-flop 
can also be set by an ALUOT3 signal when Control Line 1 of the adapt- 
er is high. 


2.3.1.2 End of Form Delay 


When the MDC sends a spacing command to the printer, it must 
allow time for mechanical positioning before checking the end of 
form status. Consequently, as shown in Figure 2-3 (B), after each 
spacing command the firmware starts an end-of-form delay by causing 
Control Line 2 and ALUOT4 to be true. This delay is 30 ms if a 600 
LPM printer is installed and 65 ms if the installed printer has a 
speed less than 600 LPM. After the delay, the end-of-operation 
flip-flop is set, causing both a nondata Service request signal to 
be sent to the MDC and a status signal to the input multiplexer. 
The end-of-operation flip-flop is then reset by the firmware by means 
of the ALUOTO and Control Line 2 prior to sending out further data 
to the printer. A clear signal also resets the flip-flop. For 
diagnostic purposes the flip-flop can also be set by an ALUOT7 
Signal when Control Line 2 of the adapter is true. 


2.3.1.3 Strobe Logic 


A strobe signal is sent to the printer to notify it that the 
data on the line drivers is valid (see Figure 2-3, C). The printer 
then takes the character from the lines and takes appropriate action. 
To generate the strobe, the MDC firmware enables the Printey Strobe 
flip-flop by enabling the adapter and then issues an adapter pulse. 
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The next clock strobe from the MDC then sets the flip-flop and a 
strobe signal is sent out to the printer. To ensure that the strobe 
Signal to the printer is at least 500 nanoseconds long, the firm- 
ware issues two consecutive Adapter pulse signals, thereby forcing 
the flip-flop to maintain the output strobe for the required 500 
nanoseconds. The flip-flop is reset on the clock strobe after the 
Enable Strobe signal goes low, or when the adapter is cleared. 


2.3.1.4 Vertical Format Unit (VFU) Sequence 


The VFU option controls vertical spacing in the printer. The 
logic for performing this function is shown in Figure 2-3(D). 


When vertical spacing is required, firmware enables the adapter 
and raises Control Line 1 and ALUOT4. This enables the VFU sequence 
flip-flop, which is set on the next clock strobe from the MDC. The 
output of the flip-flop is then slope-controlled and sent to the 
printer via a line driver. The VFU sequence flip-flop is reset 
when the data buffer of the adapter is loaded for printing the next 
line. 


2.3.1.5 Data Service Requests 


Whenever the printer requires data for printing, it signals the 
adapter via the Printer Demand (LPDEMD) interface line. As shown 
in Figure 2-3 (E), this signal sets the data service request flip- 
flop, which sends a signal to the MDC. The flip-flop is then reset 
when the firmware strobes the printer, or issues a Control Line 
2 signal with ALUOT2 high. Note that the flip-flop is also reset 
by a clear signal. For diagnostic purposes, the firmware may 
also set the data service request flip- ETOP by issuing a control 
Line 2 signal with ALUOTS5 high. 


2.3.1.6 Nondata Service Request 


Whenever the printer goes off line, a nondata service request is 
sent from the adapter to the MDC. The logic that generates this 
service request is shown in Figure 2-3(F). Note that the flip-flop 
can also be set by an End-of-Operation signal after the end of 
form one-shot times out. (See Subsection 2.3.1.2.) The nondata 
service request flip-flop is reset when the firmware issues a 
Control Line 2 signal with ALUTOTI1 high. 


2.3.2 Data Buffer Register 


Figure 2-4 shows the data buffer logic for the printer adapter. 
The buffer actually consists of two 4-bit synchronous load registers 
which are parallel loaded and output a parallel byte to the line 
drivers. The MYDATA input to the register causes the register to be 
a parallel input/output device rather than a shift register. Firm- 
ware loads the register by placing the data on the ALUOT lines and 
then causing a register strobe (REGSTB) signal to be generated. 
When the data is loaded into the register, it is simultaneously 
sent to the line driver logic. Data remains stored in the buffer 
until the next load operation or when the firmware clears the adapt- 
er. 
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Figure 2-3 Control Logic (Sheet 1 of 2) 
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Figure 2-3 Control Logic (Sheet 2 of 2) 
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DATA 
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> CD B [o> LPDATS— 
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Figure 2-4 Data Buffer 


2.3.3 Input Multiplexer 


The input multiplexer (see Figure 2-5) allows the adapter to 
send a data byte, identification, or status information to the MDC. 
Depending upon the setting of the code lines from the MDC, one of 
four bytes of information can be sent to the MDC: 


1. Input data (DATA) 

2. Identification (ID code) 
3. Status 1 

4. Status 2. 


The setting of the code lines and the Enable line are under con- 
trol of the MDC firmware. The Enable line is required because the 
multiplexer is a tristate device. When the multiplexer is not en- 
abled, all its outputs are at infinite impedance (floating), 
thereby disconnecting all logical inputs from the multiplexer to the 
MDC. When the multiplexer is enabled, the state of each bit of the 
selected byte into the MDC is determined by the state of the con- 
nected bit into the multiplexer from the adapter. The multiplexer 
disconnecting capability allows multiplexer inputs from other 
adapters on the MDC to be in parallel, but only inputs of the en- 
abled one are entered into the MDC logic. 


The data byte sent to the MDC via the input multiplexer is 
used for diagnostic purposes. The byte is a reading of the output 


of the 7 data-carrying line drivers (LPCHN1 through LPCHN7) plus 
the bit 8 output of the data buffer (LPDATS8). 
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The ID code is used by software to determine the type device 
associated with the channel. The adapter supplies only the least 
Significant byte of the two-byte software ID code word. The most 
Significant byte is supplied by the MDC and is always hexadecimal 
20. The byte furnished by the adapter is shown in Table 2-3. 

The bit configuration for the adapter ID byte depends upon the 
lines hooked up between the adapter and printer (see Table 2-2 
and Figure 2-2). 


The first status byte (Status 1) is used by the MDC to form 
the most significant byte of a two-byte status word which it 
forms for software. (Refer to Table 2-4.) Firmware of the MDC 
inputs this byte and modifies it for software at: 


1. The end of execution of every ouput address and range 
(IOLD) command | 


2. Master Clear 


3. Output control command with either the Initialize or Stop 
I/O bits set 


The second status byte (status 2) into the multiplexer from the 
adapter provides information to the process firmware of the MDC so 
that it can determine operational hardware states of the adapter. 
The only bit used in this byte is bit 7. This bit notifies the 
MDC when the end-of-form delay one-shot has timed out (ENDORP). See 
subsection 2.3.1.2 for details. 


2.3.4 Line Drivers 


Figure 2-6 shows the line drivers which carry the data from the 
adapter to the printer. Also shown is the logic to perform char- 
acter foldover as decribed in subsection 1.7. Note that, in ad- 
dition to sending data to the printer, the adapter sends it two 
control signals namely, a strobe and VFU sequence signal. The logic 
for generating and transmitting these signals is discussed in sub- 
section 2.2.1. 


The line drivers (CSDRN) have slope controlled driver networks 
which limit signal rise and fall times to 300 nanoseconds, thereby 
preventing crosstalk between the lines in the device cable. The 
foldover process is performed by manipulating the bit 6 output to 
the printer. Whenever bit 7 and bit 8 of the data buffer are not 
set, line driver 6 to the printer is set. This performs the fold- 
over conversion from column 1 to column 2 as shown in Table 1-3, 
regardless of whether a 64- or 96-character printer is installed. 
Whenever a 96-character printer is installed, the state of line 
driver 6 out to the printer is the same as that in the data buffer. 
Whenever a 64-character printer is installed (96 character not 
true), if the bit 7 of the data buffer is set, line driver 6 out 
to the printer is reset. This performs the foldover from column 
4 to column 3 as shown in Table 1-3. Whenever bit 8 from the data 
buffer is set, it indicates that the firmware is sending a line 
feed (LF), form feed (FF) or carriage return (CR) control signal 
to the printer. In this case, line driver 6 out to the printer 
is reset. All outputs of the line drivers are sent back to the —. 
input multiplexer for diagnostic purposes. 
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Figure 2-5 Input Multiplexer 
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Table 2-3 ID Code Development 


ID_CODE (HEX) 
MDC | ADAPTER | 142/3]4[ 5/617) 


DEVICE 
“Line Printer 
64 characters 

without VFU option 


Line Printer 
64 characters 
with VFU option 


Line Printer 
96 characters 
without VFU option 


Line Printer 
96 characters 
with VFU option 


Serial Printer 
. 64 characters 
Serial Printer 
96 characters . 


kr 


© oo) >) >) 
o>) UJ NO 


Nh } No NO NO NO 
© >) | © ) © 


NO 
© 
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Table 2-4 Status 1 Inputs 


Line printer active. Connected to adapter 
and on-line. 


Nondata service request. (See subsection 
2.3.1.6 for details.) 


3 LPEOFF Printer at end of form. (See subsection 
2.3.1.1 for details.) 


4 VFUSEQ Vertical spacing sequence singla is being 
sent to a line printer with an installed 
VFU option. (See subsection 2.3.1.4 for 
details.) 


Data service request. (See subsection 
2.3.1.5 for details.) 


6 Not used 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


FROM 
DATA 
BUFFER 


FROM 
DATA 


BUFFER 


/ DATA BIT 1 
LPDAT1— 


DATA BIT 2 
LPDAT2 + 


DATA BIT 3 
LPDAT3+ 


DATA BIT 4 
LPDAT4+ 


DATA BIT 5 
LPDAT5S + 


DATA BIT 6 
LPDAT6 + 


96 CHARACTER 


(FROM PRINTER)& . 
2 | CSDRN 


LPDAT7 + 


LPDAT8 + 


DATA BIT 7 
LPDAT7 + 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


96COAT + 


LPDAT6— 


FEEDBACK 


Figure 2-6 Line Driver Logic 
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II 
THEORY OF 


OPERATION - CYCLE FLOW 


| The firmware (Rev. 2.0) associated with the printer adapter 
a is located in the Microprogram Control Store section of the 
( Multiple Device Controller (MDC). Subsection 3.1 describes the 
quadrant of the Scratch Pad Memory (SPM) in the MDC that is ded- 
icated to the adapter. An overview flowchart with supporting 
intermediate flowcharts:-is shown later in this section. Note 
that several firmware commands are required to perform functions 
called out in these flowcharts. Details on the precise function 
of these firmware commands are commented on in the firmware 
listing provided with the MDC documentation. 


3.1 SCRATCH PAD MEMORY 


Scratch pad memory (SPM) is a 256-byte block of memory de- 
Signed for storing device-specific information. It is divided 
into quadrants, each containing 64 addressable locations. The 
topology for each quadrant is identical. One quadrant is re- 
served for storing printer adapter information. Software gener- 
ates most information stored in SPM locations; however, several 
locations contain device-specific information. Table 3-1 de- 
fines SPM locations containing unique printer adapter information, 
and Figure 3-1 shows device-specific word bit structures. 


Two scratch pad locations have particular significance to 
printer adapter firmware: DMAl1 and MON1. When set, bit 2 of the 
DMA control byte, DMA1, indicates that a software error has been 
detected; i.e., and invalid I/O channel has been specified. 
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Bits 1 and 4 of the channel monitor byte, MON1, determine I/O 
channel busy status and end-of-print range, respectively. For 
more complete descriptions of these scratch pad locations, refer 


to Section IV of the Type MDC9101 Multiple Device Controller Man- 
ual. 


3.1.1 Task Words (TSK1 and TSK2) 


The task words are written into SPM by software. The printer 
adapter firmware uses TSK1l to make decisions regarding printer 
operations and take optional procedures. The bit decoding is 
shown in Figure 3-1. TSK2 is not used. 


3.1.2 Device Identification Code (DID1) 


This location is used to store the printer identification 
byte. This byte (Table 2-3), together with the MDC ID byte, is 
used by software for identification purposes. (See Figure 3-1). 


3.1.3 Line Feed Counter (WLO1) 


This location stores the contents of the line feed counter. 
Firmware use the counter to control the printer line feed opera- 
tion. (See Figure 3-1). 


3.1.4 Not Done Flag (WLO2) 


Firmware uses this location to store the status of the print/ 
space operations. (See Figure 3-3). 


3.1.5 Vertical Format Information (WLO3) 


This location is used by firmware to store the spacing informa- 


tion for the Vertical Format Unit (VFU) when that option is in- 
stalled on the attached printer. (See Figure 3-1). 


Table 3-1 Printer-Specific Locations in the Scratch Pad Memory 


ADDRESS MNEMONIC CONTENTS : 
(HEXADECIMAL) 


Least significant bits of task word 


Most significant bits of task word 


Least significant bits of software 
status word 


Most significant bits of software 
status word 


Channel monitor 
Direct memory access control byte 


Least significant bits of device 
identification code 


Work location 1; used for line feed 
counter 


Work location 2; bit 0 used for 
NDONE flag 


Contains VFU information (5 least 
significant bits of task word) 
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FORMED BY MDC 
FIRMWARE (20 jg ) 


Figure 3-1 Device-Specific Word Bit Structures 
(Sheet 1 of 2) 
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Figure 3-l Device-Specific Word Bid Structures 
(Sheet 2 of 2) 


3.2 SOFTWARE STATUS WORD 


The Software Status Word is shown in Figure 3-1 and described 
in the following subsections. 


3.2.1 Device Ready 

This bit indicates that the device is on line with no device 
faults and the medium loaded and that no further manual inter- 
vention is required to place it under program control. Note that 
a change of state of this bit will cause the Attention bit (bit 1) 
to be set, resulting in an interrupt (if the interrupt level is 
nonzero) . 


3.2.2 Attention 


The Attention bit is set whenever the Device Ready bit changes 
state. Any change of operational status of the device (e.g., 
load/unload of media or device fault) will be reported to software 
in this way. 
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Whenever the Attention bit is set, an interrupt is attempted 
"a (if the interrupt level is nonzero). If a previously initiated 
5 Operation is in progress when a device state change is sensed, 
the resultant interrupt (with the Attention bit set) will serve 
as notification of both the end of the operation and the device 
state change. 


This bit is reset by an Initialize command (Output Control 
Word), and Input Status Word Command, an Output Task Word command, 
or a Master Clear on the Megabus. 


3.2.3 End of Form 


This bit indicates that the printer has detected an End of 
: Form condition, by spacing to or past a predetermined position 
4 (On paper) or by spacing under control of channel 11 of the VFU 
option to a predetermined position. This bit is reset by an 
IOLD or Initialize command. 


3.2.4 Corrected Memory Error 


This bit indicates that during execution of the previous 
operation, main memory detected and corrected a memory read 
error. The data that was delivered to the MDC was assumed to 
be correct. 


3.2.5 Nonexistent Resource 


This bit is set whenever the CP attempts a write or read 
( request bus cycle and does not receive a response. 


This bit is reset by an Initialize command (Output Control 
Word), an Output Task Word command, or a Master Clear on the 
Megabus. 


3.2.6 Bus Parity Error 


This bit is set whenever the MDC detects a parity error on 
either byte of the data bus during an output bus cycle (il.e., 
odd function code), during a second half memory read cycle, or 
when a parity error is detected in bits 0-7 of the address bus 
during an Output Address command. 


This bit is reset by an error-free Input Status Word command 
” or an Initialize (via a Master Clear or an error-free Output 
Control Word command). 


: 3.2.7 Noncorrectable Memory Error 


This bit indicates that during execution of the previous 
operation main memory detected a memory read error which the 
EDAC algorithm could not correct. The data that was delivered 
to the MDC was incorrect. Occurrence of this condition will not 
cause termination of the operation in progress (but may result 
in bad data written on the medium). This bit is reset by an 
Initialize command (Output Control Word), an Output Task Word 
command or a Master Clear on the Megabus. 
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3.3 FIRMWARE CYCLE FLOW 


This section describes firmware required for printer adapter 
functions. As shown in Figure 3-2 adapter firmware is composed 
of four major areas: 


e Initialization 
-@ Task initiation 
® Task execution - line spacing and print operations 


rn 


e Task termination 


Figure 3-3, an intermediate flow chart, describes firmware 
for each area in more detail. For even greater detail, the 
printer adapter firmware listing (refer to the MDC Reference 
Manual) contains actual microinstructions comprising each firm- 
ware subroutine. 


NOTE 


Figure 3-3 was generated by Autoflow, a copy- 
righted computerized flowcharting program. For 
descriptions of symbology and nomenclature used 
within the figure, refer to Section IV of the 
Type MDC9101 Multiple Device Controller Manual. 


3.3.1 Initialization 

Initialization firmware is entered upon initial power up, at 
master clear time, or upon a software output Initialize command. 
The firmware pointers are set at this time to the task initial- 


ization firmware. Status is then updated, and firmware control 
returns to the MDC Start Wait routine. 


3.3.2 Task Initiation 


Firmware for task initiation provides a series of tests to 
determine conditions that exist at the time the printer adapter 
firmware is called to execute a task. Conditions checked by 
firmware include the following: 


e 1/0 channel status check (software command or device 
request) 


@ Channel validity check (channel number for output) 
e Printer status check (device ready check) 
® 


Top-of-form check | task decode and initiation 


e VFU option check 


If the printer I/O channel is not busy (bit 1 of channel moni- 
tor [MON] reset), firmware branches to location PR:CYCLEUP within 
the Exit routine (EXIT) to set the attention flag (bit 1 of 
status bit 1), update the printer's status, and return to the 
Interrupt routine (STARTINTPT). 
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The invalid I/O channel check (bit 2 of DMAl1 set), prevents 

Bie erroneous software from executing on an illegal (input) channel 

( | to the printer. Software errors of this type cause firmware to 
branch to the Error routine, PR:DIR:ERR, and terminate processing. 


The printer status check ensures that the printer is ready. 
If the printer is not ready to accept data transfers, e.g., is 
not on line, the Exit routine, PR:EXIT, performs various termina- 
tion operations, updates the printer status words, and returns to 
the Interrupt routine, STARTINTPT. 


If the top-of-form code is specified by the task word, firm- 
, ware permits a form feed control character (FF) to be strobed to 
the printer, clears the data service request, and branches to 
the Space Request routine, PR:SPACERQ, for further spacing opera- 
f tions, if desired. 


Top of form is specified if an ASCII form feed code is sent to 
the printer. Otherwise, bit 7 of the device identification code, 
DID1, is tested to determine if the VFU hardware option is in- 
Stalled. If the VFU option is not installed (bit 7 = 0), firmware 
branches to the Space routine (PR:SPACE) to skip the appropriate 
number of lines. The five least Significant bits of the task 
word are output to the printer (bit 12 is complemented). The 

printer VFU option electronics now perform the desired operation. 


3.3.3 Task Execution 


Printer adapter firmware supports two line spacing subroutines. 
aee PR: TOPOFOM, the Form Feed subroutine, causes paper in the printer 
( to skip to the top of the next page before printing operations com- 
mence, as described above. PR:SPACE, the Line Feed routine, causes 

the printer device to skip forward up to 15 lines, after which 
processing branches to the Print routine, PR:PRINT. 


The Print routine processes print requests via the data ser- 
vice request routine, PR:DATSVRQ. When firmware detects that data 
is to be printed via bit 0 of Task Word 1, the data is transmitted 
in byte format from the MDC to line drivers through a data buffer. 
Data is taken from main memory via the MDC STARTDMAOT firmware 
routine, converted to printable ASCII characters, and strobed to 
the printer. 


P When printing is complete (range = 0), firmware branches to the 
Data Service Request Termination routine, PR:DONE. This routine 
strobes a carriage return (CR) character to the printer, terminating 

. that print line, clears the data service request (DATSRQ), and 
branches to the Nondata Service Request routine, PR:NDTSVRQ. 


Nondata service request firmware, PR:NDTSVRQ, consists of a set 
of tests to determine conditions for branching out of the printer 
adapter firmware; it can be entered from the following routines: 


e PR:PRINT - During task initiation if no print request 
exists 


e PR:DONE - During processing after a carriage return (CR) 
has been sent to the printer. 


e PR:DONEFLG - During processing after the NDONE flag has 
been set. 


3] 
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3.3.4 Task Termination 


PR: EXIT is the entry point of the termination firmware. It can 
be entered during initialization if the printer is not ready or the 
I/O channel is not available, or during data transfer processing 
after the completion of a print operation. Upon entering PR:EXIT, 
firmware first clears the end-of-operation and nondata service re- 
guest flip-flops in the adapter. Then the firmware checks to see 
if channel 11 of the VFU was used in the current operation. If 
channel 11 was used, the end-of-form bit (bit 11) in the status word 
is left set, and if channel 11 was not used, bit 1l is reset. After 
setting or resetting bit 1l, the firmware enters the STARTPRINT 
routine. During this routine, the firmware sets the attention flag 
(bit 1 of status byte 2) if the I/O channel is not busy, updates the 
printer status, and suspends processing if other devices demand 
servicing at this time. When processing resumes, the firmware 
enables the loading of the Initiation routine (PRINTERGO), sets the 
NDONE flag and control byte 2 to zero, and returns to the MDC 
Interrupt routine. 


PRINTERGO 
TASK INITIATION 


1 I/0 CHANNEL NOT BUSY 


{ INVALIO CHANNEL 


| PRINTER NOT READY 
4 _TOP OF FORM 


~ SPACE DONE J 


PR:PRINT 


NO PRINT PRINT 
REQUEST | REQUEST 


NON DATA 
DATA SERVICE 
SERVICE | REQUEST 
REQUEST a 
t 


PR: CKENDOP 


PRINT PRINT 


\ 
PR: MDTSVRQ 


FIRM-— | NOT END END 
WARE OF OF 
COMPLETE | OPERATION [OPERATION 


__. PR:SPACE & 
| PR SPACERO 


_J 


PR: 
ENDOPR | 


PR: STROBE 
PR-EXIT 
TASK TERMINATION 


START PRINT INITIALIZATION 


PR: CYCLEUP 
POATE STATUS BYTE | 


I/0 CHANNEL 
NOT BUSY 


NOTE 
DOTTED LINES INDICATE 
MOC WAIT ROUTINE 


PR:STATUS | 
UPDATE DEVICE STATUS 


Figure 3-2 Functional Flow Chart for Printer Adapter Firmware 


3-8 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


a 
is 
ae we 


/PR=TOPOFOM/ 


/PR-DATSRO3/ 


/ 


Tenge 7 


/ 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


/PRINIERGO / 


e e 
AE tet te teres ortes OFM Of— OK v0 0s | PK 000 te tpt ett 000s oerrrrrs« 
m8 8 ot tO-+ one me ' Oe a ms 6 
ry : wn z2« e ox t iy fy eo oe ‘ ] 4 
‘a a q aa) ee Ww ] < t oO i] [: 4- a 4 t r) iF] t Sg 
tus ry 4 $ i~ x % i] - i] Ss o™ bw uke Ww (] iy Ow 1 [4 
pare. 4 mul t] ae - iuaqa <« 8 we ] t mY) er Ww i] 4 Z2z 1 wi 
Sits 2)-G— £ IOF x Z2Ze a) 100 a t = f] t t< nV ] J -_ 4 a 
( Roe &-0Quo } at ~O uJ ‘ 2 8a 1 ee 2D Gust i Or- < a t uit 8 eo oz 
t(ZUW Uoedo®g i izes x ox Kk > tou ZO 1 © ize Le eae: ee J t i> s(t m 
taecte ao wi furt ar iz o-5 ¢ «Oo °® o8 tee WUua< ‘ a eo 1 «oOo e cD) 
moe FORO Ll € a § mews O ad § mono < Krenrwtews PIO tet le 1D Bere FLU WOO Oh ere (a oe an ee | 
~_§tu<<aoemo ei t ws — ug a t On —t eon ie eet nm UK ur OW? a o ] en ie 
*tZt TOworncwot ¢ eee t x Ow *« 1 rere ¢ o Gace t 1 RFenzrioal at er 1 fo) 4 
toOtaovee-x <vi~'! ' tame ta a. §'ot}<-atugi eee tat §& tOZ2ZUWOrdi.w } -} -_ 65 eee 
thHic Ne eld 8 § 1al ' oO x GO ta tW<Our—wW § e o8 t ti<axdteoxerw wi zi Qo< 3 oO 
t6106-0-—M a. t t a ee ee z 80} KLaQu>s I “id t$wi ODWara.s eo) Ot i Se | 
“KOA $_HLEW creo t t oz use 00 PMUWUIZUM@O t NZI) VOR 1 Ws 8 er 
nO 1 awh Zin Tab ) N WwW OZ 1 -Oul-UWiZ I NO (~WTO~0O—uUd 1 Of mermomerenne § 
eb | ee NUMOK I ex x ew | -O~nwI~ 3 20 1 LU emer ~ I ~ i] re) 
“38 8 4 a VU NEI ‘ tah t mt ‘ 
QOL & ee t0— 0 900-01 -- E | oOo t OL & ete OL K ote t- 000 9-00-0400 XK 40-0 tt Od) 
a t x a a x 4 
t a 
E 
ie 
: 
i Vv 
8 }) 
DP ha 0 tok PHS FS 0008 F6 —OO—OO— OOk O—O TS TOR AOE Ame PGP Donel Fed Id PSOE SOG mn srend Pa P— OGD —WE Bad P= OO S—- SOOT — 4 OG BE Onde PE PS > 
, 
.° S 
‘ e or 
DSK tere 0 & ASN 0 0000900 0 ee EE oszxrtrrtrs lot, Seeley 4 OD wk tenn QeL_Lrrgsrs« ieee fore 4 2) toc OD oT NK rye (OK 40-00-00 meee KH 
Nt 8 NE t Nt J NE ] Nb 6 Ne t me ’ lt & eO-t on me t me t 
t o t i] § 8 ' i] 6 ' Oo Ft i] i] ' 6 ¢ Land > e ox t § t t 
‘ ew x i] $ U t tes i] Ww $$ eee ¢ uu t 8 $ ’ fas] e202 QA Y t i] § 
8 ~ 66 bw - 8 4 ow 3 ~ P< i] - mn a ube | Ow t tt x © ‘ 4 i] a a) 
t ace te wv 4 ‘ zz t tos i< ' < tor 1On--? t =z § | § Zeros 1 8 ’ oe | “~_ 
8 Orz 6 VU <w ft & om 9 ws teu 4 _ com! tuew 6 4 ome 8 i tusdoO ut x AO* e & ‘ rea t 
t uac> 3 t< oO eDas - ume ? tus mae} Pre, aren) Swe § + ue § § §$zoOres wi ro) ee 10am ft Wm 
8 a § ix - «out i] i> (3 738 teu of ~ me tu 5 i] i> (3 t teu 3 * wu ke 2 ee | tur da 3 
'Z00 2 1! i <x Ours > +O 3 bat xi § oN tat 1 ow) ! -O tf — to ues u ‘o~t it Oo ft rc) 
memes § OC P-L LIVI ft -e-ee § Tt) fo 4 Za ¢ wo § a ) o—e—-20-2r-7 © 0 me § peers fl § o-e-t8e-+ e e BO & pees § LO OK ff mm t0-c0- 9 aw 0 tose § ADO 1} 10 = MK 0-20-0002 —00—008— ff ee x date § ese 
m" Ia >0rF 3 tUreduw @& <j t oO i] t tot — §tswmn en ie mr om t2w 1 8 oO tt -— sY%uszai we tz>t § wus aw t t ‘3 Wy 
Mi-aw Zs § Auimde-owctwdot oa} -—- | 4 28 tx 'i2eu t o pean §O t=—-@ 1 at -— 8 IOilWIDws x za *€ twwos iora@u if ry 
(Ot Use oor 9 1O<-OQULANRIE § Leal | =~ 8 i] a3 Ix tOrnN-~1 eee iat (OAs I ~ 8 ta@tu~wv m=O $= 8 touuMYH ¢ a S O 
eo > fe Cr a (LOWS 8 zi Ox 4 i] fas twWIZzoD-1 tas (ast <r zi ox 1 fwiw Unt x KI tus 8 ae 4. foe 8 t 
Me ZOZOAV! Ode Oe ZUSZI oO} Ox 8 t “~ tet Orwe a | wtancas ot Ose ¢t *£UIZORKDI exeze te-or2z_jO § 5 $y 
Mi te BK tu UMass FO! ut 5 § Wx tre i ix<idacaci ws ! OCicw Ui x * wD! & et) I ’ 
NX |}WOWK Wt § (OU ~ IY ~uUky | Od wtee ert 9 i] Om fw 8 io1OTa 8 Lewes § MO IWOOT I twot {(-Ia—<1 i] 
A mMaada-aom 1 0 ENO WIL ei i] ] OMAN~—I MUI -—§ a oP) Ih lip! x wove UNO § 9 or] ro 
—ie 8 | 1 ome o iy ' vat 8 t ee i] us ¢ «a8 § i] i 8 4 8 
OL & 000 0-0—-e ces IE 0 tee es LK ety KX $ DOL XC me partes is4@ fo 4 LK peeps os 0 COLL KK oe te toe gees KX I 0 tt 8 YE t fy 
a = ] a ta = 4 aA ' 
' ' 4 t ) 
i) t § t 
a 
a ] 
oO oO 
r] ( a) Ao, 
1 DE ek a at at ak ad Pt tend Dat Dok OF Sh Eh Pd ag Dh eed DOD Ped Prem em Pl band PnP ero—bOmnsonang ond 
t i] 
rl oe t ee ee QD, W 
‘ ° om ) ° “oO ° e rca} —— 
t TKEKKEXK DIK nt tt tnt et mene OR re eK meee pratime ON OO Ox TUTITIICIT« 1 VI prareree Ot N OOD mK KK KK DF meres O44 Ou mx TTrTrIr* 
rom | mek x «+t § ~4 i] — 3 t O11 eDD eld ome] i] i] at eDOnN OD NX « at eon eZ NJ ' Tk] 
Bal 2x x x i} Nn SS ' 4 J ( ie) 2* e ed ‘ i ‘ ro) >~x* « ez xx * N >~x e eD 4 § 
_ * x i] oO ' ‘ t is J ton) ee Z iJ >» F&F © N™N ee wi x * N ex O i] u t 
x * we * ' eos t= 1 Xe} a i aux ii x * wk wk x * oe | KG “s) 
—e TZ « ‘ zt ty 4 1> Z2 } N 1 £23Kx 1 i) —K— Ue ad 4 = ' 
* Z2*e + Ox-O & ’ oat 1D 8 1s = 4 x uk too ft 4 * * Q*x ok * 9 * { ‘ wy 
De Ad ze — * ' 2 t tua! ‘ a Ie a { D iJ ' mY I ' Xue =) Ze uN>* z D> ‘ a i] ~ 
* =z K > xOr- * $s 2 u— 6 ‘ 3 (wera I x 3 x > (| TDoOwnt ¢ x FIM K€ ZS * Dw ux * < x 2 ' x & tt e) © 
bo J x*reD x io D2 xs iwzs in i] pe} ieo {~ ; Coal) * 2DDO0* x ' h— bit min 
omens aw Stele lt Some 2 oe om) to wht § meres § DD trees FE oly ico tior 4 x K A tts Sd Bete Q>D Kt eee te nt HY oe ee ie K aw meme nt td DZ 8 tess fe ) 
- Ow *WUI fou > wrt = Ff tf ie=zfD 1 $ ODO wrt {~o * Nu wx we i] OO-?! i— 
§ « ec x x= OK t>vuer sTDZ! ' 1O~! '§ Qups * e x Qr RreDre! x Ziwuy * Km—Y TK x io) *« eI Lal Bae | to 
\ >a. x wk 1 ZuduuO—F 1 IZ I Inn at z —t «=e 3 =a nx x -k om) <5I ~ OU 
i] x we xk x > x tea 2o2-yYX I b—tw> td WO wa x eK 2! Odtset yx KS *x x> x x QO * xi OzoOI 
Uy > xewetx !yDoOsZaAr a I zi <i tyzuds x om] VEXOoOl > x*YCEK z zt VUowe os > 
N x x Kr InomMetanmn § m—IJr st {U—WOr xox om | ' Ye) x * xb OX xu at ‘ 
- *2x% P~WORTQ-O1 mxtuu tO Tw 1 Keclelententenl ~ *ZL0% = beens “A O 
eo * Kul <o xe PrMNInNYVUIM I eaiwmat i<ewwy i * = J ‘ < * KIO * xe i 
sondiiond * * 8 ( wait ' { 4 4 ‘ ay * * <t t Qy ro 
Oo oO xx kK * Ke eee ee eer KK ee tt et ae LO att nee (] xK Kx x be Kt eee ne 
Oo »s = x A 
° a A, fy 
ee ee oe ee 
e or e ex e e e eos CY) 
KK KK KK ING RK tte eee oe pose OOD ee) TKK > et Ot Oil +t OM Or PK at tat DK eK DK te te tt tt et et et So te eri elL NK ee te KX 
Ox * ot i) ot eON eV of i] O38 eon ex D1 eRe O- Ot i oN ‘ ot t ai 6 wi 2m ean at ] 
* * § 1 mm Zz ° o> t { Pal Zz e om Oo 2x ° ox 3 t i] ’ to eo 4 ‘a i i] - ~* e 2D Bole 4 i] 
x . €. '§ Oo § j=) ec VU ' 3 ' 2) ee 3 Q ee mza i] (< i) tmx VW 1 mm < i] = eo rf 1-O i) ) 
sek fF WK ‘4- 4 x * ta~— 1 x * *x* K tuZz— 1 t-— i] tu 3 } § J 5 x * yo oe iy 
ex 2 X* txt 4 J i< J t <<< i <—<cw i] pugs t i] - — ' poy iz < J My 
O«cewr <« tAQ—aJ t x as a 'as } x x uy * * wn iy = 8 sDw t on 4 5 im ze 4 x << « twee f 
Zev * §$ <2w J z uJ ' = 4 - Lut x ie] fulne ' ' D i two 1 tNoOV Oa i] w= Oo 1-—we ft ~ un) 
LZ. 4 zx txrAZze 3 x z x > ras) K —N KO > x abet eK > DO ' xa t 12 = ‘ t—-XO —we-Zt * ry *« 2 2.0 8 im 
Kr2l OF INL I <> tN 3a> -> [ee See ee | buss 8 tom. i] 1 On fF >udt o) <tr t—- 
~~ > =~ K wee ff —~ TY i~—— rn Ke mt me mt tat fe Eta oe 12ae- , on rere 4 ze Kms et oe | i Kee ee aD Pawa~DIUIN | Tio Ree Nea ee © 4 Eq >a | = kK Du MK wt wt st nea HD bl —~e-1-s— § Oe 'e)) 
®I-w-*K& ~ IK SV ' =e) tz oat -<x<-— “4 #3 4 4 eS t J se tm ££ YUNa~-—t = i. on ee ee t— 
Ker NL * ' ion x i) * 2 * ee 40) t * OLY * * xv x ftect t (tw t exe { te—4~2 02 <I x uw * t 2a 1 tS or] 
D* «42% 1 tUMmvIO—1 D> tTUMMN I OVE at {( “ww ' tau t 1oa> i 1 AY lier sz i Qo pIeuUuZzi “ 
75 >a $ tNuUMN—5 x NK iINuN SE x x x x 1— >= 5 it ' I7UT 4 tue e «aru x ~~ « mn ame Ry 
xKxKxY—- =X ' § Yuwew21 _ 1 xa faterea J ' >a ft MONS f—-DMNe ZO Rv § atmo f 
UWI OY K DO teDUZO!1 * i-Ov 1 x x x OK wm wo} tewot tre 2014 t~ rome xyu l KU bUreaxe I 
—KZ2—JK ANDI saID—E! tsa Cor ait bust Pasta Peat s5 3524 §Imnwas 
Z2* si-la~* eDIN<tcteor~i x noite *x * f{xro>.il mnnwt in-=zs) tzoes— Yin * taq@a>ool 
—k x N-—Ob t ' ! ' ‘ ! ! '] ,] } i] , ' 
alicia DX RM rset se KA tm et en aK Kn KA ak Wt St Kt eee 
2 


3-9 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


| 


23 
ReVC eee eet ee wewewe mam 


/ 
1 


00099 
DATA R 
EQ. F Op of 


See Oe ewe > 
mn Beta Ronee a 


/ 
ORCE 


R 
S 
N} 


RP eee wert aetweowoeanw ah 
F 


02222---~)| 


l2 


/ 
REA 


ON A 


/ PR=EXIT 7 
T H ASK # 
nA ign aREx® 
I 


I 
I 


Kemer m mew mnmmamoccnnnny 
H 
H 


Ol 
02 
H 


I 
VI 
I 
I 
I 


WAIT=CONTD 1 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


/PR=NOPRINT/ 
R=NDTSVRQ 
1 GO 10 THE iMvC 


i 
t 


Ree wer wmmeweweow mma 


I beer SRAR_ 10 
I 
Keowee were mmm ome monn am} 


Olel Bonne 
PR=NOPRINT 


wx ITITitrir:« UN 0-49 K OK ote tee TTTrrs« OeKEKKEKK Ox TIriIricx«x 
N (] NSE ‘ co | § Ne 4 NK 5 NE 
§ i] i] t t ‘ i] « *x i] 
ws i] i] i] ' t t * x i] (oe) 
QOuw we ow st t ‘ a i] uk ' x 4 oO 
=ZzZw § ts 6 tw 6 i] i] bm * ’ Land 
meine § t &- ¢ ‘2 4 t O*«xQuw 3 ' fo} ie 
Usd—me > § # z2ot Ons $ Ur §t ZeezZ x t uJ m% «© @ 00 
ID>us i t ri tact i] aa. it x me « § u> N 
-O@wo! 'Zo~} 6 58 ‘ =Dut KWUFOO * i] ust—-O °° oO ° 
oQvi eee en ee eens ee os ae el OL 0 ewe TR DK manta LIQ § = a e 
Nei — ID rt 1Oo 9 i) Ort x-O Musk 8 NZL er e 
er wt eae Soe tre) Iizz =) —UusR— f Ox CZuUSe b (*) 
—-Or tW) PLR H 8 $ es at mDi eeO Oh r] eoe 
OmZzei tOoleuwr s te § -I O20 t 2*rrDS-x i] 
LU <- dex | tet wai Reiv | zt (Dror § Ox em DK i] 
1 t<traQ_t tM et mvt i] Ve ORWZROK A 
omens $f BOO I tis t— 8 teee totems 9 txeUsvoaxr«x 4 eto-t omenmtome - 
i] mimacrt tau co a | $ -—* * i] z 
i] att 4 t y <1 6 eK «x 8 _ 
209-8 009-0 8 Ol Rewer K KE etme HK — 3K oa 2—02—e 00 “ee ee £2 2 9 KE htt pang pene et faa 
a wy = a 
t 
i] 
i] 
i] 
a 
¢ 
i 
V0 at nt ht Bt Phd BOE Oh AOA OOS POPS POG Od PONDS Dred Dre DGOG Dae Dt Prt ened Dad en De ah dee nh Dd Doth Dh nh DA San dh hd or PhP ah POA PO nm hESC OO Ot Sonn —OOO OE POPPE O DIODE ip 
_~ TO tome me toms TK 00 foe toetoe OK ater —t es OS mae ont. 3 mo 
tt J tt t at 6 Coa | t Nt i) No Ly oO 
~ i] t t i] Pay * oO * t= 4 i] —_ 8 Oo x ie 6 3 t N 2 
~“ ‘ < ‘ 6 4 - - iam 1 4 ws 3 - f= 6 4 t N 
~ ] me 8¢ 8 met x « * 1© 17 §' Oz 1 x *« im 8 wm t x 
' suamM 1 IO <1 a tu 8 '~2zz — t we > ] 
4 sooow 3 §- =} * * wn * ul A t tom it x Ul «x ize te 4 * 
$ et t4tD 3 a ~ - uw 2) iu 8 t—- x 4 z jo) 1O> 4 t< ‘ 
' tOuzo 1 mm Ot x ta- *« > * => oO 8 freer 8 * z x 2 temo s ie i] x 
' - §2 OW Ff Oo Wut VLO fk ae {2-4 4 <> te | in i 
utlas § emer gs ISS | mle lon Nl Meee Qa ey 4 ees ee eee 4 " FOO Ff wee FOZ Y tee en =H K tet erto—artne § US} § m—ae-t0—e 8 i ee 
Lii— >  f am | 3 4 (2OIZzi Rrw Lod | an | m~ §=900 1 LO pn | om tide m~ tl J 
wood | 4 ieee 6 wet * xOD* *x busi. & tes Su ft a o x 4 tert 4 i Tad J x 
M20 1 a tureulY i im wrt feu it z ‘ 4 mzinn~ ‘ 9S ( 1 he | MItn i 
<x ft ‘ ima ¢ IU x > xX x << txnt t-3Iw wv ft x “~ * i] i<r} s$DIA j v8 *x 
{ * $uIr~W>gs Pusu 9 pa Ts KO I WW> I —_ 6 § Wt *xrIOA al 
( Oo tYworwros tULI@O t *x * KUxX MwO WO Uru) x «K oO te § Li orvuw ZO 
' Oo trQaewit bUTtw2Z Pott ae I> TD OA tui Nr I1R>-0A-—OiI 1 
~ { er ONY I tatuocti *« * §U~ ey s<DVDiI * eDtinoi eM I ARHOnNOMZL I 
~~ f£ wo! i] t ‘ i] Wem | ‘ eae | ‘ we avi § 06 t 
NE DKK ttt K mentee ro | ut Kem De meee at D> Re DL K etre eres 
tw Zz) 1 in >! uU a 
i] ] i] ' i] i] 
' i] ~ ‘ | t 
t ee re et et at ord ak rand Pad Et ted Pt pee ed Pe et fed Ped peed PO Pd Pn Pre nd Pm Pa Png a feat Png DE ee ne ed meet mt reed bank Pend Paes Ped eg peg Demet ed 
' 
t 
§ 
' 
a ek ed tt ag eed OF Hd Beh Rd a at band DE Re PGR 
‘ 
i] 
i] 
eaep 3 oO) AK tee ST KRKK KKK KX ‘ SD) + teed Ort MK tet OK a tk OPK et KE Ox TrcTIrT* 
i] oOo ry Dx * 28 ve oe | 24 ' ot 4 of ' “5 ] 
5 (-— 6 xo * Nn ze 3 ~* i 4 | a | i) ( i] ' 
i] io} xt Ay x o ov) tort ' oO i] 4 i] WW $ 
wf § 2 4 aK —_ kK KOK *x* x ew 1z2 1 ‘ ! i] Sw 1 
= J tz i] —-*L ox <x i wd 8 i— J tau 4 t ae | 
eae Gusts of ox xt NA* * uo * n * 2x : Dat tout tz i t mm 4 
~ 4 i] t ZK DTYNwK se a 2 i] 321 ' i] ae) ' t ue 1 
2 i] tuo t K2 =—Dial-* x x > x we K a os es eto) t 2 t ' xD 1 
oO 8 1- —~! xD Wad a orf $cyYu} f- —| ' (] 4 reO f 
x Pm PK DP tS KD NMOL K tk aw Ee et ne oot ng et ee OK <x KE tt tt ten fe tere FF tee FO | denlone | x i] 
t$ — MmM—~-<tt x euUxa x om Ox (cr mt — ID) ee | t >] t 
- | to! Dot K—-—-—-DAs xk x a * * Zu «k eon red | $9' Doi iz | a1 —— 43 
— 41 trve~eOnui KDA Dk a2. 4 Vxt i bN~—L I t { ee 4 — 8 
=x >in i] KZNINE UK x - * * O* ty—wt Lin ‘ '— § zt ox 1 
=> § KNIT WNWSE x — 2 * o ix<>-t Guu fu § tug oO we 
§ B—-tyvoaZze KU Dias * KK * * tuxycrs OZIIDZ! nc Jt 4 
=—f ADtIYADI *I-2itx~s*x Pita! NDIVIIDI basi | il Monin be bene | 
i ezIqzn KrD--A 2x * * tnm i edicecr few ona | J 
t att Lj x *x L to wt ' t t — 4 t 
me DOK tak KKK KK KKK KK OY Kk Km OK ate 
mee a = 
5 
§ 
Re eg es a at nt ed Ot ad FE ae ak nt Pt Pd dd nd Dad Peart wend Dean tamed eh Ph Dd mh Ped PM Pd Sh Gee Pane pred nh Peed eG Pd Dm det ree Pane Dad Dnt Poh aed SE Penh Pan Ph rend meh omy ee fea De Pea en Py Sees Ie enh sa te Pag Pat Pm Sg PG Pt pp Pen i bent eh Peed Peet Pd Pt Den Pt 


Reween 


ANY DATSRQ 


* 


) 
rw) 
© 
“rl 
re} 
0) 
& 
+S 
0) 
rn) 
S 
KH 
oO 
M4 
g 
=| 
Cj 
“cl 
fry 
S 
cc 
am) 
O, 
Cc 
re) 
KG 
4 
Y 
me) 
S 
“J 
wy 
A, 


“N 
Y4 
@) 
N 
4J 
i) 
) 
G 
UW) 
rs) 
M4 
0) 
G 
: 
e) 
nl 
fy 


HONEYWELL PROPRIETARY AND CONFIDENTIAL 


Figure 3-3 
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Appendix A 


Installation 


Tables A-1l and A-2 show the pin to pin relationship of signals 
® Within each of the two shielded cables used to connect the printer 
adapter to the line or serial printers. 


This cable data is provided as supplemental reference material 
in the event that cable pin/signal information should be required 
for installation or maintenance purposes. 


Table A-l1 Adapter/Line Printer Cable Signals 


PADDLE BOARD PRINTER CONN. 
PIN NUMBER PIN NUMBERS 


ZGNDYO1 


Re 


Phe, LPCHN1+ 
( LPCHN2+ 
LPCNH3+ 
LPCHN4+ 
LPCHN5+ 
LPCHN6+ 
LPCHN7+ 
96CHAR+ 
VFUOPT+ 
LPCONT- 


Lo ©] OC) OF1 & LW DO 


D 
B 
F 
L 
R 
y 
Z 
n 
a 
e 
x 


Q 
QD 


LPREDY+ 

6 LPONLN+ 
LPVFUS+ 

| LPEOFX+ 

rs LPDEMD+ 


LP5VLT+ 


WH, Bk OX 


LPSTRB+ 
ZGNDYO1L 


byw. 
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Table A-2 Adapter/Serial Printer Cable Signals 


ZGNDYO1 


LPCHN1+ 
LPCHN2+ 
LPCHN3+ 
LPCHN4+ 
LPCHN5+ 
LPCHN6+ 
LPCHN 7+ 
96CHAR+ 
VFUOPT+ 
LPCONT= 
SERLID- 


ad 
Cm 


LPONLN+ 


LPEOFX+ 
LPDEMD+ 


LP5VLT+ 


LPSTRB+ 
ZGNDYO1 


1, 10, 11, 12 


io ONI OV U1 B® GW DN 


ht op. 4 MH] Reed w W COO) Um W ND 
SPEEA Rl eli ete ti 1s 


25, 
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APPENDIX B 

| 

: GLOSSARY 
6 This glossary describes terms and mnemonics having special 


meaning for the printer adapter. 
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Glossary of Printer Adapter Firmware Terms 


(Sheet 1 of 2) 


DEFINITION 


Accumulator; 8-bit register used for storing 
results of ALU operations 


Adapter data register; 8-bit register used by 
_ the printer adapter as the print buffer 


Adapter status registers 1 and 2; during 
write operations, used as control bytes 1 and 
2, respectively, for setting functional firm-. 
ware bits. 
Bit 1 of status byte 1; used to indicate that 
the printer has changed state (on or off line) 


jAttention Flag : 
Channel Not Busy 
DATSRQ | Data service request; signal sent to the MDC to 
_ | indicate that the adapter requested a data byte 
| 


Direct Memory 
Access’ (DMA) 


MDC condition; no programmed I/0 activity in 
progress on the device 


I/O device condition; indicates that device is 
powered up and ready to service information 


Most significant and least significant bytes, 
respectively, of the device identification code 


Procedure of making direct access to consecu~ 
tive locations of memory a specific number 
(range) of times. | 

Direct memory access flag byte; 8-bit control 
byte set and reset by Bus Request firmware 
routine 


Two scratch pad memory locations used to iden- 
tify the input/output device (see DID1/DID2) 
A set of common routines used by I/O device 
processes to perform such functions as data 
transfers and interrupts; e.g., WAIT routine 


Channel monitor flag byte; 8-bit control byte. | 
| Nondata service request; signal sent to the MDd 
to indicate a change in state of the device, 
e.g., from on line to off line’ 


i'Identification 
|'Code 


MDC Firmware 
Routines | 


NDTSRO 


es 
| 


Software Status 
Word 


Up to 10-character entry point name to routine | 
within printer adapter firmware 


Number of data characters to be transferred 
to the printer | es | 
Two scratch pad memory locations used by soft- 
ware; consists of two bytes: STS1, least sig- 
nificant byte, and STS2, most significant byte 
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Glossary of Printer Adapter Firmware Terms 
(Sheet 2 of 2) 


SPA Scratch pad address; address of any location 
within scratch pad memory 


STS1/STS2 Least significant and most significant bytes, 
respectively, of software status word. (See 
Figure 3-3.) 


. Task Word Two scratch pad memory locations used by soft- 
ware to specify type of space and print oper- 
ations to be performed by the next IOLD command; 
consists of two bytes: TSKl1, least significant 
byte, and TSK2, most significant byte. (See 
Figure 3-1.) 


| VFU Vertical format unit 


VFUSEQ VFU sequence bit within adapter ‘control byte 1 
(AD3) 


WLOL Work location 1 of SPM; 8-bit scratch pad memory 
used by printer adapter firmware as a line feed 
counter (See Figure 3-3.) 


Work location 2. of SPM; 8- bit scratch pad memory,| 
bit 0 of which is used for NDONE flag. (See 
Figure 3-1.) 
Work location 3 of SPM; 8-bit scratch pad memory | 
used for storing the 5 low-bits of the LSB of 
the Task Word. (See Figure 3-1.) 


RFU Reserved for future use 


NDONE Firmware flag stored in WLO2; indicates opera- 


tion done when in Zero state 


IOLD Input/Output Load, a software instruction which 
loads address and range, causing execution of 
a task. 
e 
$ 
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